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PERilITC0 Ausa4 2eos
MPa# Olt0F0fL,GAS&MINING

14421 County Rd. 10 • Ft. Lupton, Colorado 80621 • (303) 857-9999 • FAX (303) 857-0577 • E-MAILPermitco l@ool.com

August 2, 2006

DivisionofOil,Gas&Mining
1594West NorthTemple,Suite1210
Box145801
SaltLakeCity,UT 84114•5801

Attn:DianaWhitney

Re: Pioneer NaturalResourcesUSA,Inc.
HorsePoint State#24-3-1 23
1098'FSLand2243'FWL
SESW,Section3,T16S- R23E
GrandCounty,Utah
Lease No.ML-46112

DearDiana,

Enclosed pleasefindtwocopiesoftheApplicationfor Permitto Drill,alongwiththe requireddrilling
program,BOPdiagram,wellsitemapsanddiagrams.

Thislocationhas been stakedatnon•standardspacing.SeeexceptionlocationlettersignedbyNational
Fuel,Attached.

Please notethe archeologicalandpaleoreportswillbe sent inseparately.

Ifyou shouldneedadditionalinformation,pleasedon't hesitate tocontactme. Approvedcopiesofthe
A.P.D.shouldbesentto PermitCoInc.at theaddressshownabove.

Sincerely,

PERMITCOINC.

Tabatha Parker
Consultantfor
Pioneer NaturalResources USA,Inc.

Enc.
cc: Utah DivisionofOil,Gas&Mining- Roosevelt,UT

Pioneer NaturalResources USA,Inc.- Denver,CO
Pioneer NaturalResources USA,Inc. - Rangely,



STATE OF UTAH FORM 3
DEPARTMENT OF NATURALRESOURCES

AMENDED REPORT ODIVISION OF OIL, GAS AND MINING (highlight changes)

APPLICATION FOR PERMIT TO DRILL
MMINERA SENO.: 6. SURFACE:

1A. TYPEOF WORK: DRILL E REENTER O DEEPEN O 7. IF INDIAN,ALLOTTEE OR TRIBE NAME:

N/A
B. TYPEOF WELL: OILO GAS OTHER SINGLEZONEO MULTIPLEZONE O B. UNIT or CA AGREEMENT NAME:

N/A
2. NAME OF OPERATOR: 9. WELL NAMEand NUMBER:

Ploneer NaturalResourcesUSA,Inc. . UTC0Fee#320-258-12-25
1D4DOR SOFh

te Suite1200,Denver,CO80202
PHONOE3

8100
4, LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP. RANGE

MERIDIAN:

AT SURFACE: 1098'FSLand2243'FWL Section3,T16S- R23E
AT PROPOSED PRODUCINGZONE: SE SW 7 f gf

14. DISTANCE IN MILESAND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

Approximately63milessouthofOuray,UT Grand UT
15. DISTANCE TO NEAREST PROPERTY OR LEASELINE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NilMBER OF ACRES ASSIGNED TOTHISWELL:

1538' 2079.02 40 Acres
1ß. DISTANCE TO NEAREST WELL (DRILLING, COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET);

None 8200' UtahBond No.104319463
21. ELEVATIONS(SHOW WHETHER DF, RT. GR. ETC.): 22. APPROXIMATE DATE WORK WILL START: 23. ESTIMATED DURATION:

7922' GL 12/1/2006 15 Days

24. PROPOSEDCASINGANDCEMENTINGPROGRAM
SIZE OF HOLE CASINGSIZE. GRADE,AND WEIGHT PER FOOT SETTING DEFTM CEMENT TYPE, QUANTITY, YIELD,AND SLURRY WEIGHT

12-1/4" 8-5/8",J-55,24# 1500' 260sx Hi-FIII,11ppgand225sxClass"G",15.6ppg7-7/8" 4-1/2", N-80,11.6# 8200' 620sx50:50Poz, 9ppgand380sx 50:50Poz,14.3ppg

000 )ENTIA.-TGHTI·0\ E

25. ATTACHMENTS
VERIFY THE FOLLOWINGAREATTACHEDIN ACCORDANCE WITH THEUTAMOIL AND GASCONSERVATION GENERALRULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

El EVIDENCE OF DIVISION OF WATER RIGHTSAPPROVAL FOR USE OF WATER FORM 5, IF OPERATORIS PERSON OR COMPANY OTHER THAN THE LEASEOWNER

AGENT: PermitCoInc., 14421CountyRoad 10,1"ottLupton,CO80621 AGENT'SPHONE NO.: 303/857-9999
NAME (PLEASE PRINT) Tabatha Parker TITLE AgGDÍIOf RIONO9fÑ8ÍUrBIBOSDufCes USA,Inc.

SIGNATURE DATE AUgUSÌŽ,ŽÛÛ$
(This space for State use only)

API NUMBER ASSIGNED: APPROVAL: RECEIVED
AUSO42006

(11/2001) (See instructions on Reverse Side) DIV.OFOll.,GAS&



July 24, 2006 006
Ms. Diane Thompson PIONEER EDIL,GAS&MININGNational Fuel Corporation
7979 E. Tufts Parkway, Suite 815
Denver, Colorado 80237

RE: Exceptionto Location -- Horse Point State 24-3-16-23
Township 16 South, Range 23 East
Section 3: SE/4SWl4
Grand County, Utah

Ladies and Gentlemen:

Pioneer Natural Resources USA, Inc, is proposing todrilla well in theSE/4SWl4 of Section 3, T16S,
R23E, Grand County Utah. You are a jointworking interest owner with Pioneer Natural Resources
USA, Inc. in State Lease ML46112 coveringthefollowinglands:

Township 16 Sovth,Range23 East
Section 3: Lots 1, 2, S/2NE/4,S/2
Section 4: S/2
Section 9: All
Section 10: AII
Grand County, Utah

Sections 3 and 10 are subject to Cause Order No. 149-23 which establisheddrilling units for the
production of gas from the Dakota Formation and the Cedar Mountain Formation whichincludes theBuckhom Sands. Under said order,one wellmay be drilledand completed for productionon each
drillingunit The permitted wellshall be located no closerthan1000' from the drjllingunitboundary,witha 500' tolerance,and no closerthan2500' from a producingwellin theadjacentarea, with a 500'tolerance, in thiscase the.wellsite does notmeet the off-setrequirementsto thewell in theadjacentarea.

InaccordancewithR649-13, in order thatPioneer may continueits drillingprogram in thearea,please
acknowledge your consent totheexception locationby signing,dating and returning & Copies of thisException to Locationletter to Pioneer's officein the enclosedenvelopeat your earliest convenience.

Thank you for your considerationin this regard. If you have any questions please feel free to contactthe undersigned at 303-675-2691.

Sincerely,

Pioneer NaturalResources USA, Inc.

EXCEPTIONTO THE LOCATIONFOR THE HO SE POINTSTATE24-3-16-23 IS GRANTEDANDAPPROVED THIS .296 DAY OF . J , 2006.

Nationg!Fuel Corporat

Title: (Æ¾16EAW

1401 17TH STREET,SUITE 1200 - DENVfA. COLORADO80202 MAIN: (303}298-8100 FAX:(303)



e RECEIVED
AUSO4 2006

CONFIDENTIAL- TIGHTHOLE DIVOFOILGAS&MINING

Horse Point State #24-3-16-23
1098'FSLand2243'FWL

SE SWSection 3,T16S- R23E
GrandCounty,Utah

Prepared For:

Pioneer NaturalResources USA,Inc.

By:

PERMITCOINC.
14421CountyRoad 10
Fort Lupton,CO80621

303/857-9999

Copies Sent To:

2 - UtahDivisionofOil,Gas &Mining- SLC,UT
1 - UtahDivisionofOil,Gas &Mining- Roosevelt, UT 44
2 - Pioneer NaturalResources USA,Inc.- Denver,CO , y
1 - Pioneer NaturalResources USA,Inc. - Rangely,CO '

PElk



ApplicationforPermitto Drill NFIDENTIAL- TIGHTHOLE
PioneerNaturalResourcesUSA,Inc.
Horse Point State #24-3-16-23 Lease No,ML-46112
1098'FSLand2243'FWL
SE SWSection3, T16S - R23E DRILLINGPROGRAM
GrandCounty,Utah Page 1

1. EstimatedTops/GeologicMarkers

Theestimatedtopsofimportantgeologicmarkersareas follows:

Formation Depth Subsea

MesaVerde 1,622' 6,300'

Castlegate 4,929' 3,630'

MancosB 4,947' 2,915'

DakotalCedarMountain 7,924' -12'

Morrison 8,172' -250'

TD 8,180' -258'

2. Estimated Depths and Names of Anticipated Water, Oil, Gas or Other Minerals Bearing
Formations.

Substance Formation Depth

Gas DakotalCedarMountain 7,924'

3. WellControlEquipment&Testinq Procedures

PioneerNaturalResourcesUSA,Inc.'sminimumspecificationsforpressurecontrolequipmentareas
follows:

RamType: 11"Hydraulicdouble,5000psiw.p.

PioneerNaturalResourcesUSA,Inc.willcomplywillallrequirementspertainingtowellcontrolas
listedintheRuleR649-3-7oftheUtahDivisionofOil,Gas&Mining.

ThesizeandratingoftheBOPstackisshownontheattacheddiagram.



ApplicationforPermittoDrill FIDENTIAL- TIGHTHOLE
PioneerNaturalResourcesUSA,Inc.
Horse Point State #24-3-16-23 Lease No.ML-46112
1098'FSLand2243' FWL
SE SWSection3, T16S - R23E DRILLINGPROGRAM
GrandCounty,Utah Page 2

4. Casing Program

Theproposedcasingprogramwillbe as follows:

Purpose Depth Hole 0.D. Weight Grade Type New/Used
Size

Surface O'-1,500' 12-1/4" 8-5/8" 24# J-55 ST&C New

Production O'-8,200' 7-7/8" 4-1/2" 11.6# N-80 LT&C New

Casingdesignsubjecttorevisionbased ongeologicconditionsencountered.

5. Cement Program

Surface TypeandAmount

TOC@Surface Lead: 260 sx Hi-Fill,11 ppg,3.84 yield.
Tail:225sxClass"G"+2% CACl2+ Flocele,15.6ppg,1.20

yield.

Production TypeandAmount

TOC@1300' Lead:620sx50:50Poz+ 0.2%Halad+ 5#lsxSilicalite+ 20%
SSA-1+ 0.1 %Verasat+ 1.5%ZoneSe lant2000,9

Tail:380sxsameas abovegth foamednitrogen)14.3ppg, '°
1.47yield.

6. DrillinqFluids

The proposedcirculatingmediumsto be employedindrillingareas follows:

Interval MudType MudWt. Visc. F/L pH

O'-1,500' AirlAirmisttoAeratedWater --- --- --- ---

1,500'-8,200' KCLPolymer 8.6 - 9.0 36 - 48 NCto>10 9 - 10



ApplicationforPermitto Drill FIDENTIAL- TIGHTHOLE
PioneerNaturalResourcesUSA,Inc.
Horse Point State#24-3-16-23 Lease No.ML-46112
1098'FSLand2243'FWL
SE SWSection3, T16S- R23E DRILLINGPROGRAM
GrandCounty,Utah Page3

7. Testing, Loggingand Coring

Theanticipatedtypeandamountoftesting,loggingandcoringareas follows:

a. Nodrillstemtestsareanticipated.

b. The loggingprogramwillconsistofa TripleCombo,DipoleSoniclogto be runfromTDto
surfacecasing.

c. Nocoresareanticipated.

8. AnticipatedPressures and H,S

a. Normalpressuresandtemperaturesareexpectedintheobjectiveformation.Amaximum
bottomholepressureof3624psiisexpected.Amaximumbottomholetemperatureof158
degrees Fahrenheitisanticipated.Sourgas (H2S)is notanticipated.

9. WaterSource

a. Waterwillbe truckedfroma waterwelllocatedintheSWSE Section32,T4S- R3E.Ouray,
UTPermitNo.43-8496

10. OtherInformation

a. Drillingis plannedtocommenceonDecember1,2006.

b. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately15days.

c. LiningofthereservepitwillbedoneifdeemednecessarybytheUtahDivisionofOil,Gasand
Minerals.

d. Attheendofdrillingoperationsthelocationwillbe reclaimedandre-seededasrequestedby
thesurfaceowner.

SurfaceOwner
State ofUtah



O

Pioneer Natural Resources
Denver, Colorado 80202

GEOLOGIC PROGNOSIS

Well Name Horse Point 24-3 Date 7/21/2006

Location 1098 FSL 2243 FWL Section 3 T 16S R 23 E

Field Horse Point County Grand State Utah

Deepest Objective Cedar Mountain TDIFM 8180 'md Morrison

Est. G.L. Elevation 7922' Est. K.B. Elevation 7932

FORMATION MDISS

Mesa Verde 1622' I 6300' , C-1
Castlegate 4292' / 3630'
Mancos B 4947' / 2915'

Dakota / CM 7924' I -12' X
B-1

Morrison 8172' / -250'

1
TD 8180' / -258' 21-10

F ET

Logging Program Triple Combo, Dipole Sonic

Samples Cuttings samples and descriped every thirtyfeet

Cores None

DST (s) As Required

Mud Logging TD to Surface

OFFSET WELLS LittleBerry State B-1, 21-10 16S 23E

GEOLOGIST William Murphy Phone Office 303-675-2641

Home 303-841-7633

Email Office murphyw@pxd.com

Home



O O
PIONEER NATURAL RESOURCES USA, INC.

HORSE POINT STATE #24-3-16-23
LOCATED IN GRAND COUNTY, UTAH

SECTION 3, T16S, R23E, S.L.B.&M.

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: EASTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: EASTERLY

ng LOCATION
PIf0TOs¯

07 20 PHOTO
85 South 200 East Vemal, Utah 84078 MONTH DAY YEAR

,

sine, .

435-789-1017 uels@uelsine.com TAKENBY:Jf. DRAWNBY:CI. REVISED:



ODP SCHEMATIC .

5000 PS] WORIGNG PRESSURE PLAN VlEW C1\UlŒ MANIFULD

PI IS FLARE GAS Bus1ER
(lF AVAILADLE)

FLOWLINE
DRILLING

1 2"-2000 PSI WP

NIPPLE --

-- BALL VALVE
.FILL-UP LlNE 2"-2000

PSI WP GALL BLEED/PANIC
VALVE - UNE (3°)

ANNULAR
2-3"-5000

(5000 PSt WP) PSí WP PLUG

11" X 5000 PSI L VALVES

SHAFFER FLANGE 3"-5000 PSI WP PLUG
-- VALVE W/GAUGE

o o o o

B
DAFFEAU 2-3 5000 PSt

W2 5CUtUP ADJUSTABLE MANUAL

(DOUBLE RAM WP PLUG VALVES
POSllivE CHOKE

HYDRAULIC BOP~ POSillVE CI l0KE Wil I FROM CHOKE
5000 PSl WP) HYDRAULIC REMO1E UHE
PíPE RAMS Cold IROL (HCR)

5000 PSI PRESSURE GAUGE

2"-5000 PSI WP
CHECK VALVE

3"-·5000 PSI WP VALVE (HCR)

-

11"D.S.5
00

3"-5000 I WP VALVE

2 -5000 PSI WP AUlOMAllC CIIOKE

VALVES (2)
Cil0KE UNE (I.D.)

KILL LINE

BULL PLUG E CASING HEAD 2"-5000 PSI WP VALVE llE HYDRAULIC CLOSING UNIT WILL BE LOCATED MORE THAN

30' FROM lHE WELLHEAD. CHOKE AND BLEED/PANIC LINiiS

WILL GO 10 111E PlT AND FLARE. ALL CONNECTIONS IN

SURFACE
CIIOKE UNES AND MANLFOLDWILL DE FLANGED OR WELDED.

CASlNG
ALL FLANGES SHOULD BE RlNG JOIN f GASKET TYPE. ALL

lURNS IN UNES SHALL BE CONSlRUC1ED USING TARGEllNG

90 IEES GR ELLS. ALL LINES SllALL BE



UNT)H CO.
) 4 GRAND CO.

T15 1/1S 3 R R
T16S 23 24

't SEETOPO"B" EE
prir . L

PROPOSED LOCATION:
HORGE POINT STATE #24-3-16-23

LEGEND: PIONEER NATURAL RESOURCES USA, INC.
O PROPOSED LOCATION N HORSE POINT STATE #24-3-16-23

SECTION 3, T16S, R23E, S.L.B.&M.

-
1098' FSL 2243' FWL

Uintah Engineering & Land Surveying TOPOGR A PH I CO 20 0685 South 200 East Vernal, Utah 84078 M A P ONT DAY YEAR(435) 789-1017 * FAX (435) 789-1813
SCALE:1:100,000 DRAWNBY:C.P. VISED:



T16S .

PROPOSED LOCATION:
HORSE I T STATE #24-3- 6-23

15 14

LEGEND: PIONEER NATURAL RESOURCES USA, INC.
EXISTINGROAD N HORSE POINT STATE #24-3-16-23

----------- PROPOSEDACCESSROAD SECTION 3, T16S, R23E,



PROPOSED LOCATION:
RSE P 1

LEGEND: PIONEER NATURAL RESOURCES USA, INC.
,ø' DISPOSAL WELLS WATER WELLS N HORSE POINT STATE #24-3-16-23
O PRODUCINGWELLS ABANDONED WELLs SECTION 3, T16S, R23E, S.L.B.&M.

SHUT IN WELLS - - TEMPORARILY ABANDONED 1098' FSL 2243' FWL

Uintah Engineering & Land Surveying TOPOGR A PH I e 07 2 06
88 South 200 Eaist Vernal, Utah 84078 M A P MONTH DAY YEAR(435) 789-1017 * EAX (435) 189-1813

SCALE:1" = 2000' DRAWNBY:C.R REVISED:00-



PROPOSED LOCATION:

"

HORSE P I T STATE #24-3- 6-23

APPROXIMATE TOTAL PIPELINE DISTANCE = 10,883'+/-
LEGEND: PIONEER NATURAL RESOURCES USA, INC.

PROPOSED ACCESS ROAD N HORSE POINT STATE #24-3-16-23
-------- EXISTINGPIPELINE SECTION 3 T16S R23E S.L.B.&M.----------- PROPOSED



PIO R NATURAL RESOURCES SA, INC. FIGURE #1
LOCATION LAYOUTFOR

Pipe/ine
HORSE POINT STATE #24-3-16-23 Re-Route

Prevailing Winds
S 0938' F1S6L

E 90 5

C--1.5, Sto. J+75

E/. 918. J' Round Corners
as needed gittiligSCALE: 1" = 50 BVEYgDATE: 07-19-06

Drawn By L.K. Existing a .

Pipeline

Approx.

NOTE
Cu Slope

Flore Pit is to be located NHit
a min. of 100' from the
We// Head

IIIIII
Tota/ P/t Capacity
W/2' of Fresboa d

- U20 Bb/s ± PIPE RACKS
Totoi Pit volume Pit Topsoil

- 1,Jaa ca. ds.

C-5. J' \B. 921 9' E/. 922 1'C-1Z 1' DOG HOUSE" *"A 35 150'

C-6.4' E/. 9082
E/. 92J.2'

PUM¯

MUD SHED
Approx.
Toe of

HOPPER TOILET Fill Slope

POWER

p 4' & 0 75
926.2' TOOLS

\ IS
E/. 926. J'
C-19.5'

im. Vt)
,

TRASH
I STORAGE- ; C-10. J TANK

I y I 3 E/. 92Z 1' Sa 0+00
C-11.4

NO7ES.· a 92a2'
Proposed Access E 9 0Road

Dev. L/ngraded Ground At Loc. Stoke = 7922.1'
UINTAH ENGINEERING dt LAND SURVEYING

F/N/SHED GRADE ELEV A T LOG STAxe = 7916.8' 85 So. 200 Fast * Vernal, U¢ah 84078 * (436)



PIO ER NATURAL RESOURCES SA, INC· FIGURE #2
TYPICAL CROSS SECTIONSFOR

X-Section
scale HORSE POINT STATE #24-3-16-23 ams,

SECTION 3, T16S, R23E, S.L.B.&M. VE
1" - 50' 1098'FSL 2243'FWL

DATE: 07--19-06
.•

Drown By L.K Preconstruction

SM. J+75 F/LL

95' 150
LOCA T/ON STAKE

SM. 1+75

10 50' 35' 150'

¯¯¯

Slope= 1 1 2: 1

cur SM. 0+75
- Il

35°
150"---~--Finished Grade

CUT F/LL

NOTE: SM. 0+00 '
------

Topsoil should not be
* NOTEStripped Below Finished FILL QUANT/TY/HCLUDESGrade on Substructure Area- 5% FOR COMPACT/0N

APPROXIMATEYARDAGES EXCESS MATERIAL = 2,490 Cu. Yds.
Topsoil & Pit Backfill = 2, 490 Cu. Yds.CUT (1/2 Pit Vol.)(6") Topsoll Stripping = 1,790 Cu. Yds.
EXCESS UNBALANCE = 0 Cu.Yds.Remaining Location = 9,880 Cu. Yds.
(After Interim Rehabilitation)

TOTAL CUT = 11,670 CU.YDS.
FILL = 9,180 CU.YDS. UINTAH ENGINEßRINC & LAND SURVEYING

85 So. 200 East * Vernal, Utah 84078 * (436)



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/04/2006 API NO. ASSIGNED: 43-019-31493

WELL NAME: ÑW& OvLi \¾. ] Q-<f)
OPERATOR: PIONEER NATL RES USA ( N5155 ) PHONE NUMBER: 303-857-9999

CONTACT: TABATHA PARKER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SESW 03 1605 230E Tech Review Initials Date
SURFACE: 1098 FSL 2243 FWL

BOTTOM: 1098 FSL 2243 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 39.44061 LONGITUDE: -109.3673

UTM SURF KASTINGS:640506 NORTHINGS: 4366737 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-46112 PROPOSED FORMATION: MRSN

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[] Ind[] Sta[] Fee[]
Unit:

(No. 104319462 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Otr/Qtr & 920'Between welle

'Water Permit L/' R649-3-3. Exception
(No.43-8496 )

Drilling Unit
RDCC Review (Y/N)

(Date: ) Board Cause No: |A p
Eff Date:

Fee Surf Agreement (Y/N) Siting: Yd vi ggdt NO)'Ërin luu

LP Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:



B e
FENCE CANYON FIELD

TII.55 R23E

Ti6S R23E

I

FENCECANYON UNIT

CAUSE: H9-20 12-15 883 URU *

BERRY ST -

LITCO FEE

HORSE POINT FIELD

OPERATOR: FIONEER NAT RES (NB155)

SEC: 3 T.168 R.23E

FIELD:UNDESIGNATED 002)

COUNTY: GRAND

CAUSE:18•23/12-15-1988 RAGON Utah OIIGas and Mining
x LOCATIONABANDONED
o NEx toCATION NFleid Statu Unit Statu 4 PLUGGED & ABANDONED

ABANDONED ExFI.ORATURY PRODUCENGGAS
Acnvs Og,"aguGE e OIL
COMBINED NF SECONDARY

• SHUT-IN OIL W E
D

PE C

T TED PP GE(YrHERML & WATER INJECTION S
FP OIL WATERSUPPLY PREPAREDBY:DIANA WHITNEY
SECONDARY WATERDISTOSAL DATE:11-AUGUST-2006
l'ERMINATED .



Application for Permit to Drill
Statement of Basis

9/25/2006 Utah Division of Oil, Gas and Mining Page i

APD No API WellNo Status Well Type Surf Ownr CBM
82 43-019-31493-00-00 GW S No
Operator PIONEER NATL RES USA INC Surface Owner-APD
Well Name HORSE POINT ST 24-3-16-23 Unit
Field UNDESIGNATED Type of Work
Location SESW 3 16S 23E S 0 FL 0 FL GPS Coord (UTM) 640506E 4366737N

Geologic Statement of Basis
Several springs are observed to occur at the base of Tongue A of the Douglas Creek Member of the Green River
Formation in the area around Horse Ridge. Within a mile, water rights have been filed on 2 of these springs. A
few small streams flow in nearby canyons and draws. Records of water encountered during the drilling of
nearby wells indicates that whatever shallow flows existed were controlled with air/mist drilling significantly
into the underlying Tertiary Wasatch Formation. One well drilled nearby and at nearly the same elevation
didn't mud up until ~l,200' TD. The sparse, high quality ground water is an important resource for local
ranching and wildlife in this elevated and incised terrain. Lost circulation may be encountered in the Mesa
Verde Group in this area so the operator will likely prefer to drill with as light a mud system as possible. The
Operator proposes to use air or air/mist to drill the surface hole. In this area, the base of moderately saline
ground water is mapped to occur at ~4,600' above sea level and should therefore be encountered at ~3,300' TD
in the well. The proposed casing and cementing program will not serve to protect the ground water resources if
the Division desires to limit the influx of dissolved solids into the Colorado River drainage. The Operator uses
a benign drilling fluid system to surface casing depth (1,500'TD) but desires to use a KCL/Polymer mud system
below I,500'TD. There are likely to be some aquifers fresher than moderately saline ground water above
3,300'TD. The Operator should bring the cement for the production casing up above the Base of Moderately
Saline Groundwater in order to isolate it from fresher waters up hole.

Chris Kierst 9/21/2006
APD Evaluator Date / Time

Surface Statement of Basis
Participants: Bart Kettle (DOGM), Jim Davis (SITLA), Ben Williams (DWR) and Jack Rich (Pioneer).

School and Institutional Trust Lands Administration (SITLA) recommends no changes to well pad or access
road. Pipeline route will require permitting with SITLA, which is a separate process from Division of Oil, Gas
and Mining (DOGM) approval on Permit to Drill. DOGM recommends that drainage coming from road be
diverted away from well pad. Division of Wildlife Resources (DWR) recommends no drilling or construction
activities occur during the dates of May 15 to July 15 to protect critical deer and elk summer range. Rerouting
of pipeline on northeastern corner of location should be coordinated with pipeline owner. No formal winter
restrictions are in place for project area, however it is recommended that drilling activities not be conducted
during spring thaw if possible.

Bart Kettle 8/31/2006
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 12 mils shall be properly installed and

maintained in the reserve pit.
Pits Fence reserve pit upon completion of drilling.
Surface Drainages adjacent to the proposed pad shall be diverted around the



-SITE PREDRILL EVALUAT N
Utah Division of Oil, Gas and Mining

Operator PIONEER NATL RES USA INC
Well Name HORSE POINT ST 24-3-16-23

API Number 43-019-31493-0 APD No 82 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SESW Sec 3 Tw 16S Rng 23E 0 FL 0 FL
GPS Coord (UTM) 640506 4366741 Surface Owner

Participants
Bart Kettle (DOGM), Jim Davis (SITLA), Ben Williams (DWR) and Jack Rich (Pioneer).

Regional/Local Setting & Topography
Project site is ~63 miles from the town of Ouray, Utah located in Grand County. The project area is located near the
Bookeliffs divide in a small east facing saddle on Horse Point. Project area is considered Mountain Browse rangelands
located in a 16-18"

Surface Use Plan
Current Surface Use
Recreational
Grazing
Wildlfe Habitat

New Road
Miles Well Pad Src Const Material Surface Formation

Width 245 Length 350 Onsite GRRV

Ancillary Facilities N

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Shrubs: Apple brush, birch leaf mountain mahogany, Wyoming sage, Douglas rabbit brush, antelope bitterbrush,
common snowberry, buckwheat spp, Gamble oak and Utah serviceberry.

Soil Type and Characteristics
Dark brown clay loam

Erosion Issues Y
Some accelerated erosion should be expected for several years following well pad construction.

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required Y
Divert drainage collected on road away from well pad.

9/25/2006 Page



Berm Required? N

Erosion Sedimentation Control Required? N

Paleo Survey Run? Y Paleo Potental Observed? N Cultural Survey Run? Cultural Resources?

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) 75 to 100 10
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal We11(ft) >5280 0
Distance to Other Wells (feet) >1320 0
Native Soil Type Mod permeability 10
Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) 10 to 20 5
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 30 1 Sensitivity Level

Characteristics / Requirements
Reserve pit is 120'x50'x10'. Liner will be required to protect potential high quality ground water.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 12 Pit Underlayment Required? N

Other Observations / Comments
Drainage from road should be diverted away from well pad. Pipeline on the northeastern corner of the location will be re-
routed around the corner of the location. Unsure if pipeline belongs to Canyou gas or Beartooth gas. Tentative plan is for
Pioneer to install pipeline that will follow access road back to the Divide road and collect to an existing pipeline of Pioneer
at that point for transport of gas to Questarline located to the north.

Bart Kettle 8/31/2006
Evaluator Date / Time

9/25/2006 Page



06-09 Pioneer Hoi Pt St Ñ3-16-23
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Well name: 2006-09 Pioneer Horse Pt St 24-3-16-23
Operator: Pioneer Natural Resources USA
String type: Surface Project ID:

43-007-31493
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 96 °F

Temperature gradient: 1,40 °F/100ft

Minimum section length: 290 ft
Burst:
Design factor 1.00 Cement top: Surface

Burst
Maxanticipated surface

pressure: 1,320 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 1,500 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 8,200 ft
Tension is based on buoyed weight. Next mud weight: 9.000 ppg
Neutral point: 1,311 ft Next setting BHP: 3,834 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 1,500 ft
Injection pressure: 1,500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Welght Grade Finish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) (ft) (ft) (in) (fta)
1 1500 8.625 24.00 J-55 ST&C 1500 1500 7.972 536.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 655 1370 2.093 / 1500 2950 1.97 | 31 244 7.76 J /

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: September 29,2006
by: Div of Oil,Gas &Minerals FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 1500 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design wi/Ibe that of the
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Well name: 2006-09 Pioneer Horse Pt St 24-3-16-23
Operator: Pioneer Natural Resources USA
String type: Production Project ID:

43-007-31493
Location: Grand County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 75 °F

Design is based on evacuated pipe. Bottom hole temperature: 190 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 2,030 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 3,834 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,097 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 8200 4.5 11.60 N-80 LT&C 8200 8200 3.875 715.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kîps) (Kips) Factor
i 3834 6350 1.656 / 3834 7780 2.03 / 82 223 2.71 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: September 29,2006
by: Div of Oil,Gas &Minerals FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a verticaldepth of 8200 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the



STATE OF UTAH FORM 3
DEPARTMENT OF NATURALRESOURCES r,

AMENDED REPORT L_JDIVISION OF OIL, GAS AND MINING (highlight changes)

APPLICATION FOR PERMIT TO DRILL
MMINE4RALLEASENO.: 6,StaRFeACE;

1A. TYPEOFWORK: DRILL E REENTER O DEEPENO 7. IFINDIAN,ALLOTTEEORTRIBENAME:

N/A
B. TYPE OF WELL: OILO GAS OTHER SINGLEZONElO MULTIPLEZONE

|¯| 8. UNIT or CA AGREEMENT NAME:

N/A
2. NAME OF OPERATOR: 9. WELL NAME and NUMBER:

Pioneer NaturalResources USA,Inc. Horse Point State#24-3-16-23
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

140117th Street,Suite1200,Denver,CO80202 303/298-8100 Horse Point
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE

MERIDIAN:
AT SURFACE: 1098'FSLand2243' FWL Section3, T16S- R23E

AT PROPOSED PRODUCING 2ONE: SE SW

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

Approximately63 miles southofOuray,UT
.

Grand | UT
15. DISTANCE TO NEAREST PROPERTY OR LEASE t.INE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NUMBER OF ACRES ASSIGNED TOTHIS WELL:

1538' 2079.02 40 Acres
18. DISTANCE TO NEAREST WELL (DRILLING, COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET):

None 8200' UtahBond No.104319463
21. ELEVATIONS (SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATE WORKWILL START: 23. ESTIMATED DURATION:

7922' GL 12/1/2006 15 Days

24. PROPOSEDCASINGANDCEMENTINGPROGRAM
SlZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY, YIELD, AND SLURRY WEIGHT

12-1/4" 8-5/8",J-55, 24# 1500' 260 sx Hi-Fill,11ppgand 225 sx Class"G",15.6ppg7-7/8" 4-1/2", N-80,11.6# 8200' 620sx 50:50Poz,9 ppgand380sx 50:50Poz, 14.3ppg

2s ATTACHMENTS
VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITHTHE UTAH OIL AND GAS CONSERVATION GENERAL RULES;

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOROR ENGINEER COMPLETE DRILLING PLAN[¯]
EVIDENCE OF DIVISION OF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THAN THE LEASE OWNER

AGENT: PermitCoInc., 14421CountyRoad 10,Fort Lupton,CO80621 AGENT'S PHONE NO.: 303/857-9999
NAME (PLEASE PRINT) Tabatha Parker TITLE Agent IOr Pioneer NaturalResources USA,Inc.

SIGNATURE DATE August 2, 2006
(This space for State use only)

Approvedby the
API NUMBER ASSIGNED:

AU62 8 2006



PIONEER NATURAL RESOURCES USA, INC.
Ti6S, R23E, S.L.B.&M. Well location, HORSE POINT STATE#24-3-16-23, located as shown in the SE*

1/4 SW 1/4 of Section 3, T16S, R23E,
SB9'59'E -- 5280.00' (G.L.O.) Ti5 1/2S S.L.B.&M., Grond County, Utah.

T16S BASIS OF ELEVATION

SPOT ELEVATIONON A HILL TOP IN THE NW 1/4 OF
SECTION 32, T15S, R23E, S.L.B.&M. TAKEN FROM THE

- LOT 4 LOT 3 LOT 2 LOT 1 PR SPRING QUADRANGLE,UTAH, 7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR, GEOLOGICALSURVEY,
SAID ELEVATIONIS MARKED AS BEING 7777 FEET.

BASIS OF BEARINGS
-i No ez BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

78' High

CER

L

THIS IS TO CERTIFYTHAT THE T WAS PR /ROM
FIELD NOTES OF ACTUALSUR$E A Y2243,
SUPERVISIONAND THAT THE E AND COR DTg0 THExHORSE POINT STA Œ BEST OF MY KNOWLEDGEAN E ./24- J-16-23

-
E/ev. Ungraded Ground = 7922'

STATE $NA1922 Brass
1922 BrmCap 1.f High'
Cap d 6' High,Pee of stone'
PN· f Ston**

ÜNTAH $GINEERING & I.AND SIRVEYING
& L

589°5J'05"E
- 2641.18' (Meas.) SB9 51'E -- 2639.34' (G.LO.) 85 SOUTH 200 ßAST - VERNAL, UTAH 84078

(NAD 83) (435) 789-1017LEGEND: LAT1TUDE= 39'26'26.21" (39.440614) SCALE DATE SURVEYED: DATE DRAWN:LONGITUDE= 109°22'04.70"
(109.367972) 1" = 1000 07-13-06 07-19-06= 90 SYMBOL

(NAD 27) PARTY REFERENCES= PROPOSED WELLHEAD. LATITUDE = 39°26'26.32" (39.440644) J.F. J.K. L.K. G.L.O. PLATLONGITUDE= 109°22'02.26"
(109.367294) WEATHER FILEA = SECTION CORNERS LOCATED

HT PIONEERNATURALRESOURCESO USA.



iÀaÃ¾on- RE: HORSE POINT

From: Jim Davis
To: Mason, Diana; Schreck, Stephen
Date: 10/13/2006 10:04:06 AM
Subject: RE: HORSE POINT ST 24-3-16-23

Steve, Diana,
You are correct, Steve. The name change has caused a lot of problems but SITLA granted arch clearance
for thiswell on 9/26/06 and the presite was attended by SITLA on 8/31/06.

Diana- sorry you were not given notice of SITLA's approval. SITLA's officialapproval date in our
database is 9/26/06. Ifyou need further documentation see the attached email below. Sorry for the
confusion. Thanks all.
-Jim Davis

Jim Davis
Utah Trust Lands Administration
jimdavis1@utah.gov
Phone: (801) 538-5156

>>> "Schreck, Stephen" <Stephen.Schreck@pxd.com> 10/13/2006 9:49 AM >>>

Diana - I received an e-mail from Jim Davis on 9/26/06 that SITLA had
granted approval for thiswell (see attached). Perhaps it might have
gotten mixed up because we had that name change problem earlier.

Jim - Is thiscorrect?

Steve Schreck @pxd

-----Original Message-----
From: Diana Mason [mailto:dianawhitney@utah.qovl
Sent Friday, October 13, 2006 9:43 AM
To: Schreck, Stephen
Subject: Re: HORSE POINT ST 24-3-16-23

It needs SITLAS approval and then it's ready to go.

>>> "Schreck, Stephen" <Stephen.Schreck@pxd.com> 10/13/2006 9:36 AM

Diana,

Can you provide me witha status update for the HORSE POINT ST
24-3-16-23 (43-019-31493-00-00
<http://utstnroqmsql3.state.ut.us/UtahRBDMSWeb/prod grid.cfm?wellno=4301

9314930000> )? I am hoping you can make my Friday. Happy Weekend.

Steve



0 W
JON M. HUNTSMAN, JR.

Governor

,, GARY R. HERBERT
Lieutenant Governor

State of Utah October 16, 2006

Department of
Natural Resources

MICHAEL R. STYLER
executiveDirector Pioneer Natural Resource USA, Inc.

1401 17th St., Ste. 1200Division of
Denver, CO 80202Oil, Gas & Mining

JOHN R. BAZA
Division Director

Re: Horse Point State 24-3-16-23 Well, 1098' FSL, 2243' FWL, SE SW, Sec. 3,
T. 16 South, R. 23 East, Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-019-31493.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Grand County Assessor
SITLA

1594 West North Ternple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340• facsimile (801)359-3940•TTY (801) 538-7458 •



0 0
Operator: Pioneer Natural Resource USA, Inc.

Well Name & Number Horse Point State 24-3-16-23

API Number: 43-019-31493
Lease: ML-46112

Location: SE SW Sec._ T. 16 South R. 23 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DES1GNATIONAND SERIAL NUMBER:
ML-46112

6. IF INDIAN,ALLOTTEE OR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER Horse Point State 24-3-16-23

2. NAMEOF OPERATOR: 9. API NUMBER:

Pioneer Natural Resources USA, Inc., Attn: Steve Schreck 019-31493
3. ADDRESS OF OPERATOR: .

PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1401 17th Street, # 1200 Denver sTAr CO 7, 80202 (303) 675-2782 Horse Point
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: New 2177 FWL, 1062 FSL y y N'Í - / 09. ? V7 5 &O
COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 3 16S 23E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

12/1/2006 O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE O TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON O VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Move well
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to the presence of a thirdparty pipeline that would be impacted by the construction on this well pad we have moved the
well to avoid the pipeline. The well was moved 66' to the west and 36' to the south. Attached is the updated plat and a copy of
the exception agreement from National Fuels.

Approvedby the
Utah Divisionof

Oil,Gas and Mining

NAME(PLEASEPRINT) ve Schreck TITLE Environmental Regulatory Supervisor

SIGNATURE DATE 11/28/2006

(This space for State use only)

RECEIVED
NOV29 2006

(5/2000) (See Instructions on Reverse Side)

DIV.0F0lL,GAS&



PIONEER NATURALRESOURCES USA, INC.Ti6S, R23E, S.L.B.&M• Well location, HORSE POINT STATE#24-3-16-23, located as shown in the SE
1/4 SW 1/4 of Section 3, T16S, R23E,

S89'59'E - 5280.00' (G.L.O.) T15 1/ßS S.L.B.&M., Grand County, Utah.

Tí6S BASIS OF ELEVATION
SPOT ELEVATIONON A HILL TOP IN THE NW 1/4 OFSECTION 32, T15S, R23E, S.LB.&M. TAKEN FROM THELOT 4 LOT 3 LOT 2 LOT 1 PR SPRING QUADRANGLE,UTAH, 7.5 MINUTEQUAD.
(TOPOGRAPHICMAP) PUBLISHEDBY THE UNITEDSTATESDEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.SAIDELEVATIONIS MARKEDAS BEING7777 FEET.

oPS BASIS OF BEARINGS Nz BASIE OF BEARINGSIS A G.P.S. OBSERVATION.

SCALE

CERTIF
THIS IS TO CERTIFYTHATTHE T WAS FROM

...-. - FRD NOTESOF ACTUAL 1|ggg g Y
SUPERVISIONAND THATTHE AND THEHORSE PO/NT STATE DEST OF MY -/24- J-16-2J

e Elex Urrgraded Grourid - g'8 RE g .,--

STATEran an=• tan aus, IEV: 11-21-06 C.H.
Pr. er srm.' PM •f atmee UNTAH &GINEERING & IAND SIRVEYINGSB9'5J'05"E - 2641.18' (Meas.) SB9'51'E - 2639.34' (G.LO.) 85 SOUTH 200 BAST - TERNAI. UTAE 84078

(NAD83) (485) 789-1017LEGEND: LATITUDE- 39'20'25.86" (39.440517) SCAL£ DATE SURVEYED: DA1EDRAWN:LONGITUDE= 109 22'05.53" (109.368203) 1" = 1000' 07-13-06 07-19-06= 90 SYMBOL (NAD27) PARTY REFERENCES
= PROPOSED WELLHEAD. LATITUDE= 39 26'25.97" (39.440547) J.F. J.K. LK. G.L.O. PLATLONGITUDE= 109'22'03.09" (109.367525) WEATHER FILEA - SECTION CORNERS LOCATED·

HOT Ig0 ELR NATURAL



July 24, 2006

Ms. Diane Thompson PIONEER
National Fuel Corporation **=2

7979 E. Tufts Parkway, Suite 815
Denver, Colorado 80237

RE: Exception to Location - Horse Point State 24-3-16-23
Township 16 South, Range 23 East
Section 3: SE/4SW/4
Grand County, Utah

Ladies and Gentlemen:

Pioneer Natural Resources USA, Inc. is proposing to drilla well in the SE/4SWl4 of Section 3, T16S,
R23E, Grand County Utah. You are a jointworking interest owner with Pioneer Natural Resources
USA, Inc. in State Lease ML-46112covering thefollowinglands:

Township 16 South, Range 23 East
Section 3: Lots 1, 2, S/2NE/4, S/2
Section 4: S/2
Section 9: All
Section 10: AII
Grand County, Utah

Sections 3 and 10 are subject to Cause Order No. 149-23 which establisheddrilling units for the
production of gas from the Dakota Formation and the Cedar Mountain Formation which includes the
Buckhom Sands. Undersaid order,one wellmay be drilledand completed for production on each
drillingunit. The permitted wellshallbe located no closer than1000' from the drillingunitboundary,
witha 500' tolerance,and no closerthan2500' from a producingwellin theadjacentarea, with a 500'
tolerance. In this case thewellsitedoes not meet the oflusetrequirementsto the well in the adjacent
area.

In accordance withR649-3-3, in order thatPioneer may continueits drillingpogram in the area, please
acknowledge your consent to the exception locationby signing, dating and retuming gg copiesof this
Exception to Location letter to Pioneer's officein theenclosedenvelope at your earliest convenience.

Thank you foryour considerationin this regard. Ifyou have any questions please feel free to contact
the undersigned at 303-675-2691.

Sincerely,

Pioneer Natural Resources USA,Inc.

EXCEPTIONTO THE LOCATIONFOR THE HORSE POINTSTATE24-3-16-23 IS GRANTEDAND
APPROVED THIS MA DAYOF 2006.

NationylFuel Corporat

Title: (LM I
bcAJf~

1401 17TH STREET.SUITE1200 DENVEA.COLOAADO80202 - MAIN: (303) 298-8100 FAX:(303)



CONFlDENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: PIONEER NATURAL RESOURCES USA INC

Well Name: HORSE POINT ST 24-3-16-23

Api No: 43-019-31493 Lease Type: STATE

Section 03 Township 16S Range 23E County GRAND

Drilling Contractor PETE MARTIN DRLG RIG # RATHOLE

SPUDDED:
Date 12/09/06

Time

How DRY

Drilling will Commence: 12/20/06

Reported by LESS FUGLEVAND, CONSULTANT

Telephone # (281) 833-2300

Date 12/20/2006 Signed



STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES U s i UL I i i I..

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

ML-46112

SUNDRY NOTICESAND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existingwellsbelow current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL form forsuch proposals.

1.TYPEOFYVELL
8.\NELLNAMEandNUMBER:

OIL WELL GAS WELL OTHER .

Horse Point State 24-3-16-23

2. NAME OF OPERATOR: 9. API NUMBER:

Pioneer Natural Resources USA, Inc., Attn: Steve Schreck gg - 019-31493

3. ADDRESS OF OPERATOR: PHONENUMBER: 10. FIELD AND POOL, OR WILDCAT:

1401 17th Street, #1200 y Denver STATE CO ,,,80202 (303) 675-2782 Horse Point

4. LOCATION OF WELL

FOOTAGESATSURFACE: 2177 FWL, 1062 FSL COUNTY: Uintah

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 3 16S 23E STATE:
UTAH

11. CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work wllistart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE O TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT O CHANGE WELL NAME PLUG BACK O WATER DISPOSAL

(Submit Original Form Only)
CHANGE WELL STATUS PRODUCTION (START/RESUME) O WATER SHUT-OFF

Date ofwork completion:
O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Conductor hole was spud on 12/9/2006 and surface hole was spud on 12/23/2006. Verbal notification given to Carol Daniels

on 12/19/2006.

NAME (PLEASE PRINT) TITLE

SIGNATURE DATE

(This space for State use only)
RECE IVED
JANO22007

DIV.0FOIL,GAS&MINING
(5/2000) (See Instructions on Reverse



STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITY ACTION FORM

Operator: Pioneer Natural Resources USA, Inc· Operator Account Number: N 5155

Address: 1401 17th Street, Suite 1200

ciWDenver

state CO zip 80202 Phone Number: (303) 675-2782

Well 1

API Number WellName QQ Sec Twp Rng County
019-31493 Horse Point State 24-3-16-23 SESW 3 16S 23E Uintah

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A 12/9/2006

Comments: 00NFlDENTIAL
weilA2PI

Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilA3PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments: HECElVED
JANO2My

ACTION CODES:
DIV.OF01L,GAS&MINING

A - Establish new entity for new well (single well only) Steve Schreck

B - Add new well to existing entity (groupor unit well) Name Pri t)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity Signature

E - Other (Explain in 'comments' section) EnvironmentalRegulatory Supervisor / .
Of

Title Date



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:
ML-46112

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals todrill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL Ü GAS WELL OTHER Horse Point State 24-3-16-23

2. NAMEOF OPERATOR: 9. API NUMBER:

Pioneer Natural Resources USA, Inc., Attn: Steve Schreck 019-31493
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10, FIELDAND POOL, OR WILDCAT:

1401 17th Street, # 1200 crry Denver 27,,, CO ZIP 80202 (303) 675-2782 Horse Point
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: New 2177 FWL, 1062 FSL COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 3 16S 23E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING O FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Appmximate date work willstart: O CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS O OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUC1NG FORMATIONS RECLAMATION OF WELL SITE OTHER:

1/14/2007 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to the failure to reach the desired geologic marker, Pioneer Natural Resources exceeded the permitted total depth of
8200'. The new Total depth is 8395' and this was reached on 1/14/2007. A message was left for Dan Jarvis at the UDOGM
at 7:38 PM on Friday January 13, 2007.

NAME(PLEASE PRINT) Steve Schreck TITLE Environmental Regulatory Manager

SIGNATURE DATE 1/15/2007

(This space for State use only)
VED BYTNE ST RECEIVED

F UTAH D ISi N OF
IL, GA , AND M;NING JAN1 8 2007

(5/2000) OATE: i O
BY:

DN.0FOIL,GAS&



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-46112
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER Horse Point State 24-3-16-23

2. NAMEOF OPERATOR:
9. API NUMBER:

Pioneer Natural Resources USA, Inc.
43-019-31493

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1401 17th Street - Ste 1200 Denver swa CO , 80202 (303) 675-2663 Horse Point

4. LOCATION OF WELL

FOOTAGES AT SURFACE: 2177' FWL & 1062' FSL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 3 16S 23E STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION O TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Completion Summary
6/1/2007 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

4/3/07 - 5/18/07
Set CIBP @8340'. Perforate Cedar Mountain 8238 - 8246' with 4 SPF. No pressure increase when shots fired. Swab well and

recovered 95 bbis of water with no gas or oil.Overnight SICP - 20 psi withfluid level at 7400'.

Acidize Cedar Mountain with 250 gals of 15% HCI. Final rate was 2.0 BPM at 2000 psi. Overdisplaced with 2 bbis of water.

ISIP - 950 psi, 0 psi in 3 minutes. Swab total of 45 bbis of water with no gas. Swab fluid level down to 7700'.

Set CIBP at 8232.

Perforate Dakota with tubingconveyed perforating guns from 8204 - 8218, 8159 - 8187, and 8128 - 8138' with 4 spf. Fluid

level was 7100' when perforated. No gas flow prior to stimulation.

Stimulate Dakota with down casing with 500 gals 15% HCl, 70% Nitrogen foam, 353 bbls of fluid and 87,200 # sand. Average

treating pressure was 4732 psi at 33 bpm.

6/1/07 - Flow test the Dakota w/530 MCFD @ 130 psi - vented - Si until date of ist production 7/12/07

NAME(PLEASE PRINT) Joy A. Ziegler
il

TITLE Senior Engineering Tech

SIGNATURE
DATE 9/4/2007

(This space for State se only)

RECEIVED
SEPO12007

(5/2000) (See Instructions on Reverse Side)

DIV.OFOlL,GAS&



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES I • -

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

ML-46112

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
8. WELL NAME and NUMBER:

OIL WELL O GAS WELL OTHER Horse Point State 24-3-16-23

2. NAMEOF OPERATOR:
9. API NUMBER:

Pioneer Natural Resources USA, Inc. 43-019-31493

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1401 17th Street - Ste 1200 Denver CO , 80202 (303) 675-2663 Horse Point

4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 2177 FWL & 1062' FSL COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 3 16S 23E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS O OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
O COMMINGLEPRODUCING FORMATIONS O RECLAMATIONOF WELL SITE OTHER: DrillingSummary

1/22/2007 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

See a#ached State Wellbore Report - reporting daily drilling progress

NAME(PLEASE PRINT) JOy A. Ziegler
a

TITLE Senior Engineering Tech

SIGNAT DATE 9/5/2007

(This spaœ fo use )
RECElVED
SEP01 2007

(5/2000} (See Instructions on Reverse Side)

DIVOFOIL,GAS



State Wellbore Rpt

Well Name: Horse Point State 24-3-16-23

Westem Division
Wel ProlileVEATICAt.- OriginafHale, af4/200T11:38:51 AM Area BlockNumber County State

itKB(Mot schematic-Actual MAINCANYON GRAND UTAH
KB-Grd(ft) OrigKBElev (ft) ÓrElev(ft) Total Depth (itKB) Spud Date

23.00 7,945.00 7,922.00 8,395.0 12/23/2006

0 - QTRÏQÏR Section Towrkip ÏIange

SESW 3 16S 23E
API/UWI perator
43-019-31493-0000 PIONEER NATURAL RESRC USA, INC.

4 Perforations
Tag(ftKB} Blm (ItKB) Zone

23
, , , .

8,128.0 8,138.0
8,159.0 8,187.0
8,204.0 8,218.0

40 1-1, Casing Joints, 133/8, 12.615, 0, 40.0 .0
8,246.0

Weilbores
Wellbore Name

t.osi -- 3-1, Casing Joints, 4 1/2, 4.000, 4, 1,047.1
Original Hole

Size (in) Act Top (ftKB) ActSim (ItKB)
20 0.0 40.0

12 1/4 40.0 1,558.3
1,soo 7 7/8 1,558.3 8,395.0

PBTDs
Dat6 Depth (ftKB)

1,543 3/16/2007 8,340.0
Wellbore Name

2-1, Casing Joints, 8 5/8, 8.097, 0, 1,543.3 OriginalHole
1,543 Size(in) Act Top (itKB) Act Stm (ftKB)

1,558 Date Depth (ftKB)
3-1, Tubing, 2 3/8, 1.867, 23, 8,044.7 4/13/2007 8,232.0

Tubing Strings
8,068 WWMWWAMWMuu MAMMMMWW,WWORMMMMMAhmuAhuMMWWARW.WWWMMMMA Set Depth (ftKB) Pull Date Cut Pull Date Depth Cut Pull (ft

3-2, Baker "F' Profile Nipple, 2 3/8, 1.810, 8,068, 4/2/2007 8,201 5 4/13/2007
1.o Tubing Components

8,069 Top (ftKA Blm(ftKB) Grade OD (in) ID(In) Wt (Ibs/It)

23.0 23.9 2 3/8
3-3, Tubing, 2 3/8, 1.867, 8,069, 32.8 23.9 8,167.4 N-80 2 3/8 1.995 4.60

8,101 8,167.4 8,168.3 2 3/8 1.810
8,168.3 8,201.1 N-80 2 3/8 1.995 4.60

3-4, Notched collar,2 3/8, 1.867, 8,101, 0.4 8,201.1 8,201.5 N-80 2 3/8 1.995 4.60
8,102 Run 0ate

¯ ŠetDepth (ftKB) PuÑDate Cut .'ull Date Depth Cut Pull (ft.

4/18/2007 8,219.0 4/20/2007
Tubing Con ponents

8,128 TOp (itKB¶ Bim (ftKB) Grade OD (in) 10 (in) Wt (Ibs/It)

23.0 8,035.2 N-80 2 3/8 1.995 4.60
8,128-8,138, 4/18/2007 8,035.2 8,041.3 N-80 2 3/8 1.995 4.60

8.138 8,041.3 8,073.9 N-80 2 3/8 1.995 4.60
8,073.9 8,074.9 2 3/8 1.180
8,074.9 8,084.9 N-80 2 3/8 1.995 4.60

s,1se 8,084.9 8,085.5 2 3/8 1.995
8,159-8,187, 4/18/2007 8,085.5 8,118.7 N-80 2 3/8 1.995 4.60

8,118.7 8,122.8 N-80 2 3/8 1.995 4.60
8.187 8,122.8 8,128.0 3 1/8 1.560

8,128.0 8,138.0 3 1/8

8,204
8,138.0 8,159.0 3 1/8
8,159.0 8,187.0 3 1/8

8,204-8,218, 4/18/2007 8,187.0 8,204.0 3 1/8

8,218
8,204.0 8,218.0 3 1/8
8,218.0 8,219.0 3 1/8

Run Date ŠetDepth (f KB) Pull Date Cut full Date Depth Cut Pull (ft

8,232
5/18/2007 8,101.8

Tubing Components
Top (ftKBy | Blm(ItKB Grade OD (in) ID(in) | Wt (Ibant)

8,234
22.9 8,067.6 N-80 2 3/8 1.867 4.70

8,067.6 8,068.6 2 3/8 1.810
8,068.6 8,101.4 N-80 2 3/8 1.867 4.70

8,238 , 8 p-80 2 3/8 1.867 4.70

Casing Strings
8,238-8,246, 4/3/2007

Conductor, 40.0RKB
8,246 Run Date Comment

12/25/2006
00 (In) Item Description Blm(ftKB) ( Jts ID (in) Wt (kips) Grade

s.sao 13 3/8 Casing Joints 40.0) 12.615 2.2 J-55

Surface, 1\,543.3ftKB
Run Date Comment

e,342
12/31/2006 * "'" MU

ÔD (in) Item Descrlplian Btm(itNS) Jts ID (in) Wt (kips) Grade

8 5/8 Casing Joints 1,543.3 36 8.097 37.0 J-55

Production 8,394.0ftKB
3-2, Casing Joints, 4 1/2, 4.000, 1,051, 7,342.6 Run Date Comment

1/21/2007
OD (In) Item 006cription Otm(ftKB) Jts | ID (in) t (Ñps) Grade

8,394 3-3, Texas Pattem shoe, 8,394, 0.5 4 1/2 SSing Joints 1,050.9 25 4.000 12.1 L-80

4 1/2 Casing Joints 8,393.5 187 4.000 85.2 N-80
Texas Pattem shoe 8,394.0 1

8.395

Patje 1/6 Report Printed:



State Wellbore Rpt

Well Name: Horse Polnt State 24-3-16-23

Western Division
WeilPronle:VENTICAL•OriginalHole. Af4/2007U:38:51 AM Û0m00tItKB(MDI Schematic- Aalual

Conducár Gement, caelng, 12/2U2000 00:00
Description Start Date End Date String Type
Conductor Cement 12/25/... 12/25/... Conductor, casing

o 40.0ftKB
1, 0.0-40.0ftKB
Stage Number Top (ftKB) Bottom (ftKB) Full Return?

4 1 0.0 40.0 Yes
Class Amouni (sacks) Density(Ib/gal) Yield (fP/sack)

REDI-MIX 10
23 muM MixH20 Ratle (gallsack) Yield (ft4sack)

Add Amount Amt Units Conc Units Conc

40 1-1, Casing Joints, 13 3/8, 12.615, 0, 40.0
Surface Casing Coment, casing, 12/31/2006 12:00
Description Start Date End Date String Type

Surface Casing Cement 12/31/... 12/31/... Surface, casing
1,051 3-1, Casing Joints, 4 1/2, 4.000, 4, 1,047.1 1,543.3ftKB

1, 0.0-1,543.0ftKB
Stage Number (itKB) Bottom (ftKB) Full Return?

1.soo 1 0.0 1,543.0 Yes
Class ount (sacks) Densiiy Ibigal) ŸieÏd(ft3/sack)

Type "V• 220 11.00 3.86
1,543 Mix H20 Ratio (gal/sack) Yield (ftVsack)

23.40 3.86
Add Amount Amt Units Conc units canc

1,543
2-1, Casing Joints, 8 5/8, 8.097, 0, 1,543.3 EX-1 %wt of 1.0

cmt
HR-7 %wt of 0.2

1,558 cmt
3-1, Tubing, 2 3/8, 1.867, 23, 8,044.7 Salt %wt of 3.0

cmt
8,068 muummumMMM M MM MMM MMMWMMMMMAuuß¾MARMMMMMMMMMWRMMMMERMMM

MI Gel %wt of 16.0
3-2, Baker "F" Profile Nipple, 2 3/8, 1.810, 8,068, cmt
1.0

Gilsonite #lbbi 10.0
8,069

Polyflake .#/bbi 0.125
3-3, Tubing, 2 3/8, 1.867, 8,069. 32.8 Top?>-<Btm?>ftKB

8,101
Stage Number Top (ftKB) Bottom (ftKB) Full Return?

2 Yes
3-4, Notched collar,2 3/8, 1.867, 8,101, 0.4

CÏas¯
Amount (sack Density (Ib/gaÏ) Ÿield(It3/sack)

15.60 1.20
8,102 Mix H20 Rallo (gallsack) Ÿield(ft*/sack)

5.25 1.20
Add Amount Amt Units | ConcUnits Canc

8.128 Calcium Chloride %wt of 2.0
8,128-8,138, 4/18/2007

cmt
Polyflake #lbbl 0.125
Production Casing Coment casing, 1/21/2007 20:00
Description Start Date End Date String Type

Production Casing 1/21/2... 1/21/2... Production, casing
8.159 Cement 8,394.0ftKB

8,159-8,187, 4/18/2007 1, 1,300.O·8,395.0ftKB
Stage Number Top (itKB) Bottom (ftKB) Full Retum?

8,187 1 1,300.0 8,395.0 No
0Iass

¯¯ Ãrilounti cTm) Densit (Íb/gal) Ÿield(fo/sack

Water 0 8.33
8,204 Mix H20 Ratio (gallsack) eld (ft4sack)

8,204-8,218, 4/18/2007 Amount Amt Units Conc Units Conc

8,218
Class Amount (sacks) Density (Ib/gal) Yield (ft3/sack)

Preflush 0 9.20

8,232
Mix}lÉO Rado aÜsac Yield (ftÑsack

Add Arnount AmtUnits Conc Units Conc

8,234 Class Amount (sacks) nsity(ib/gal) Ÿield(ft3/sack)

Water 0 8.33
Mix H20 Ratio (gallsack) ield (fP/sack)

8,238

8,238-8,246, 4/3/2007
Add Amount AmtUnits Conc Units Conc

8,246 Class ount (sacks) nsity (Ib/gal) ield (ft3/sack)

Class G 390 9.00 1.47
lilixi12oRatli(gal/sacki ield Ìfië/sack

8,340
6.41 1.47

Add Amount Amt units toneUnits Conc

class ArriounÏTsack sity Ib/gaÍ) ŸieÏd(it /sack)
8,342 ClaSs G 516 11.00 1.47

Mix H20 Ratio (gal/sack) ield (ft3/sack)

6.41 1.47
8,393

3-2, Casing Joints, 4 1/2, 4.000, 1,051, 7,342.6

8,394 3-3, Texas Pattem shoe, 8,394, 0.5 ISSS O
Amount ( cks) Density (I

.30

Ýield(ft3/sack

.47

Mix1120Ñafo(gai/sack Ýield(felsack
6.41 1.47

8,395
Amount Amt Units Conc Units Conc

Pave 2/6 Report Printed:



State Wellbore Rpt

Well Name: Horse Point State 24-3-16-23

Western Division
WeltPraille:VENTICAL- OdginalHale,8/4/2007 11:36:51 AM Class |Amount (sacks) Density (Ib/gal) Yield (its/sack)

ItKB(MOl Schematic - Actual 3% KCI wat 26 8.33
MifH20 RäÑo(gaÏ/sack ŸieÍd(ft3/sack)

o Add Amount Amt Units Conc Units | Conc
Halad 766 0.2
Silicalite 0.0

4
SSA-1 20.0
Versaset 0.1
Zonesealant 2000 1.5

23

Description Top (ftKB) Bottom (ftKB)

Bridge Plug - Permanent 8,340.0 8,341.5
40 1-1, Casing Joints, 13 3/8, 12.615, 0, 40.0 00]Ï 10 (in) Ma Model

4 1/2
Description Top (ftKB) Bottom (ftKB)

1,051 3-1, Casing Joints, 4 1/2, 4.000, 4, 1,047.1 Bridge Plug - Permanent 8,232.0 8,233.5
00]in) D Ma Model

1,aoo Jobs
Job Category Primary Job Type Start Date End Date

DEVELOPMENT ORIG DRILL & COMPLETE 12/11/2006
Job Summary

1,543 Drill, Complete, & Equip Exploratory gas well completed in the Dakota formation.
DailyOperations

2-1, Casing Joints, 8 5/8, 8.097, 0, 1,543.3 StaitDate Summary
1,543

12/11/2006 Trucks from Westrock delayed one day. Rigging down and
prepare to move. Shut down for night

1,558 12/12/2006 Wait on Daylight. First trucks to move rig arrived at 10:00.
3-1, Tubing, 2 3/8, 1.867, 23, 8,044.7 Begin rig move. Shut down at dark

8.068 ma v wwmmmwMmmummwaammmummum 12/13/2006 Wait on daylight. Trucks arrived and begin loading out.
Shut down for darkness

3 2, Baker "F' Profile Nipple, 2 3/8, 1.810, 8,068,
1 o 12/14/2006 Wait on daylight. Load out trucks and send to next location.

8,069
Wait on daylight

12/15/2006 Begin moving loads @ 0700 and stopped @ 1700 hrs.
3-3, Tubing, 2 3/8, 1.867. 8,069, 32.8

12/16/2006 Wait on Daylight. Begin rigging up and having trucks arrive.
s,toi Shutdown for night.

12/17/2006 Wait on daylight. All loads at rig. Continue riggingup.
3-4, Notched collar,2 3/8, 1.867, 8,101, 0.4 Shutdown for night.

8,102 * 12/18/2006 Wait on daylight until 07:00. Rig up, assemble derrick,
unload equipment, spot loads, string blocks. Shut down for
darkness at 17:30

8,128 12/19/2006 Wait on daylight. Rigged up, raised derrick and floor. Wait
8,128-8,138, 4/18/2007 On daylight.

sm
12/20/2006 Wait on daylight. RU floor. Set water tanks and fill. Wait on

daylight.
12/21/2006 WO daylight. Hang flowline. RUvent lines and igniters.

8,159
Ditch around rig. Hang windwalls and ready floor

12/22/2006 NU riser on conductor and install rotating head. NU flowline
8.159-8,187, 4/18/2007 and weld in return lines on mud gas separator. MU kelly.

8,187
inStall rathole and mousehole. Finish ditching around MG
separator. Hang wind walls. Prep to spud.

12/23/2006 Rig up and start yellowdogfor level control in pits. Drillout
8,204 ffOm conductor @ 68' KB to 138'. While tryingto make

connection, Cement from around conductor pipe fell in on
8,204-8,218, 4/18/2007 bit, stickingpipe in hole. Worked stuck pipe loose & pulled

s.21e out of hole to insure bit would come into conductor pipe.
Cement kept falling in and sticking pipe. When bit came thru
rotary it had raw cement caked on it. LD BHA. Wait on

e,232
welder.

12/24/2006 Waiting on welder to arrive. Install pad eyes on conductor.
Attempt to pullconductor. No movement up or down.

8,234 Nipplingup rotate rotating head at report time.
12/25/2006 Finish nipple up riser. Thaw out kelly hose. P/U BHA, Kelly,

8,238
WBSh to bottom @ 138'. Drill ahead from 138'. - 263'. Very
hard sand and shale formation.

8,236-8,246, 4/3/2007 12/26/2006 Drillingahead from 263' to 544'. Ran dievationsurvey @
8,246 513' -

.75 Deg. Continue drilling ahead from 544' - 640' .

Runningfrom 50 - 70 RPM on rotary& 15K - 25K wt on bit.
Any variation from that increases uncontrolable bouncing

e,sao and torque. Formation running from hard sandstone to hard
shale with some green & grey clay.

12/27/2006 Drilling ahead from 640' - 988'. Running from 15K - 30K
s,s42 Wt. on bit, 60 - 80 RPM on rotary. 350 - 420 GPM on pump.

ROP running from 10 - 40 ft. per hr. Trying to find the spot
where it will drill the best. Severe bouncing above 60 - 65

a.ses a-2,casingJoints, 4 1/2, 4.000, 1,051, 7,342.6
RPM on rotary. Suspect kelly is bent at the top end.

12/28/2006 Install rotating rubber. Drillfrom 988' - 1051'. Circ. & clean
8,394 3-3, Texas Pattem shoe,8,394, 0.5 hole. Ran survey. ,75 Deg @ 1019'. Continue drig from

1051' - 1083'. Service rlg. Drigfrom 1083' - 1235'. Running
from 20K - 30K bitwt., 60 - 70 RPM rotary. 385 - 420 GPM
on pumps. ROP ranging from 5 - 40 fph. Formation is mostly

I *396 stickyclay with hard shale sections. Some bit balling.
Running Poly-Plussweeps on connections.

Paty 3/6 Report Printed:



State Wellbore Rpt

Well Name: Horse Point State 24-3-16-23

Western Division
WeilPreikvEA11ÒAL- OrininatHolo4/4200711:3051 AM pg¡ n ..neinna

12/29/2006 Dr\g fm 1235' - 1273', running40 - 45K BW & 45 - 5- RPM
rotary w / pump rate @ 405 GPM. ROP 8' - 15' FPH. Start
air on hole @300 scfm - 640 PSI. Saw initial increase in
ROP fm 14 fph to 18 - 20 fph. Increase air rate to 400 scfm,
540 PSI. ROP decreased grauduallyto 7 - 10 fph, while

4
varying bit weight and rotary RPM parameters to achieve
max. ROP's. Increase air to 500 scfm @ 520 PSI, continuing
to drill w / air on hole from 1273' - 1305'. Increase air to 700
scfm @ 460 PSI w / 40K BW, 45 RPM rotary, & 330 GPM

23 pump W / increase ROP 8 - 18 fph & continue drilling
w/varible parameters from 1305' - 1336'. (100 RPM on rotary
/ 40K BW / 110 SPM = 385 GPM on pump.) Bouncing and

40 1-1, Casing Joints, 133/8, 12.615, 0, 40.0 jarringon drillstring was impossible to control. For best
results settled on parameters of 60 - 70 RPM on rotary,
20-25 K BW, 90 SPM =315 GPM on pump. Drill from 1336' -

1,osi a-1,casingJoints, 4 1/2, 4.000, 4, 1,047.1 1530' @ 11 - 18 fph ROP W / 700 scfm @ 460 PSI. Appear
to be drilling in lenses of hard rock with intermittant layers of
soft depoisitional shales &clay.

1,300

12/30/2006 Finish drlg fm 1530' - 1558'. Circ hole clean w I hi-vis

1,ssa sweep. Open to flowline & drain mud/gas seperator. TOOH.
Pull very tight. Pump 2nd sweep of nut plug & soap w / 700
scfm air. Continue TOOH,pulltight all the way. Appeared to

1,543
2-1, Casing Joints, 8 5/8, 8.097, 0, 1,543.3 be mud ball &rocks. Bit ok. TlH for wiper trip. Tag

obstruction @ 1431. Wash last 4 joints to btm. Pump 50 bbl
hi vis sweep, circ. & clean hole. TOOH, LD 8" dc. RU to run
8 5/8" csg.

1,558

i
3-1, Tubing, 2 3/8, 1.867, 23, 8,044.7 12/31/2006 Run 1543' - 8 5/8" X 24# - J-55 - STC casing. Float shoe @

e-»... ---- 1543" - Float Collar @ 1501'. RD casing crew & LD
Machine. RU Halliburton Cementors. Cement casing. Good

3-2, Baker "F" Profile Nipple, 2 3/8, 1.810, 8,068 retums on cmt. RD cementors. WOC. Cut off& LD 14"
riser. Dress &weld 11" X 5M X 8 5/8" well head.

8,069
1/1/2007 Waiting 2 hrs on wellhead to cool . Test weld. Test failed.

3-3, Tubing, 2 3/8, 1.867, 8,069, 32.8 Re-welded well head, Let cool and re-tested. Test Pass.

6,101
Nipple up stack, replaced manual valves on stack. Testing
stack @ report time.

3-4, Notched collar, 2 3/8, 1.867, 8,101, 0.4 1/2/2007 Finish testing BOP stack. Start to PU BHA, bit wouldnot

8.102 ' pass thru wellhead. PU BOP stack & found excessive
welding slag & bad welding job @ casing head by Westroc
welder. Attempt to clean inside wellhead, re-weld & test, but

8,128
welder & Cameron tester determined it was damaged
beyound repair. Order out new wellhead & lockdown flange.

8,128-8,138, 4/18/2007 Start taking offold wellhead.

8,138 1/3/2007 Weld on replacement wellhead / cool & tests OK on
wellhead & stack. Set wear bushing / center stack. TIH w/
BHA #2, tag up / drill float equip / Circ. & clean hole / work

8,159 On paSOn. Drilling ahead from 1558' - 2031' w / 12 - 15K wt
8,159-8,187, 4/18/2007 On bit, 50 - 55 rotary, 375 - 390 GPM on pump, 350 - 400

scfm air. Dievation survey @ 1999' - 1.0 Deg.
8,187

1/4/2007 Drig from 2031' to 3400'. 12 - 15K wt on bit, 110 RPM on
rotary, 385 GPM pump, 480 sofm air.ROP 70 - 120 FPH.

s.2o4 Had 1.5 incl. @ 2506', Had 1.0 deg. inci @ 2981'. Mud

8,204-8,218, 4/18/2007
Logger Lithology: 50% SS, 45% SLTST, 5% SHALE.

1/5/2007 Drlg fm 3400' - 3551'. 12 - 15K wt on bit, 55 surface rpm, 62
8,218 rpm @ bit, 385 gpm on pump w / 500 scfm air. Survey @

3510' - 3 degrees. Back off to 8 - 10K wton bit & increase
rotary to 70 rpm. Conversion to KCL system caused

8,232
eXCOSsive foaming & loss of mud over shaker. Dropped air
to 400 scfm &circ system untilstablized. Drlgfm 3551' to
4026' Avg rop 30 fph. LITHOLOGY; 56% SS, 38% SLTST,

8,234
3% SHALE, 3% COAL.IncI survey @ 3994' - Misfire. Try
next joint. Real sticky.

8,238
1/6/2007 Temporally stuck after attempted survey run @ 4026'.

Worked loose, drill i joint& condition hole to 4058'. Run
8,238-8,246, 4/3/2007 Survey @ 4026' - 3 deg. Drillto 4311' w / 11 - 13K wt on

8,246
bit/65 rpm rot.,385 gpm pump, 400 scfm air. avg 30' fph rop.
Change out bad rotating rubber. Drillto 4400' - 4525', lost
approx 120 bbi mud, slowed pump rate from 110 spm to 90
spm, increase air to 500 scfm. adding LCM,Stablized loss.

s,a4o Drillto 4564'. Ran incl. survey. Misrun. Survey tool
continues to give erratic readings. Try to get new one. Drill
fm 4564' - 4628'.

8.342

1/7/2007 Dr\g fm 4628' - 4912'. Lost circ (75 bbi ). Pump LCMsweep.
continue drlg to 5039'. Ran incl. svy. 5 Deg. @ 5006'. Dr\g

3" 3-2, Casing Joints, 4 1/2, 4.000, 1,051, 7,342.6 fm 5039' - 538T. 11-13K wt on bit, 70 rpm rot., 50 rpm on
motor, 85 spm on pump (300 gpm), 700 sofm air. 30-40
ROP. LITHOLOGY; 53% SLTST, 37%SS, 7% MDST, 4%

8,394
3-3, Texas Pattem shoe, 8,394, 0.5 COAL.

8,395
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State Wellbore Rpt

Well Name: Horse Point State 24-3-16-23

Western Division
weapronie vamcAt OrlainalNoie, e/4taoor11:ss:st AM pg¡ y Ogggen,

nNepo: sonemalle- Actual Start Date summary
1/8/2007 Drlg fm 5387' - 5544'. run incl. survey @ 5513' - 4.5 Deg.

Thaw out & clean all mud & solids equipment on pits.
o Purged LCM from system. Thaw out reserve pit around the

pump suctions &circ pitw / both yellowdogpumps. Dr\g fm
5544' to 5765'. 12-14K wt on bit, 70 rpm surface rot, 50 rpm

4
On motor. 700 scfm air.ECD-7.4#. 8-25 fph rop. AIIsolid
equip working. No gains or losses on mud. LITHOLOGY;
49% SLTST / 47% SS / 4% COAL.

23 1/9/2007 Drig fm 5765' - 579T. Lost circ. Build mud from reserve pit.
When slowed pump rate & air failed, pumped 60 BBL LCM
pill, regaining retums after 3 hrs losing approx. 270 BBLs

40 1-1, Casing Joints, 133/8, 12.615, 0, 40.0 mud. Continued drlg from 5797' - 6050'. Ran incl. survey w /
4.0 deg. @ 6018', Resumed dr\g to 6069', lost retums,
losing 125 BBL9mud w / slow pump & increased air. Pump

1,051 3 1, Casing Joints, 4 1/2, 4 000, 4, 1,047.1 50 BBL L CM pill,circ 1 1/2 hr w / no returns. Pump 2nd 50
BBL pill,circ 1 1/2 hr getting returns after losing total of
approx 750 BBLs mud. Drlg parameters: 12-14K wt on bit,

1,soo
70 rpm surface rot, 40 rpm motor, 245 - 275 gpm pump.
800-900 scfm air. For lost circ: 150 - 210 gpm pump w / 800
- 1450 scfm air. Drillahead from 6069' to 6207. Had flare

1,543
ignition at approx. 6195' ( 04:00 hrs). with 30' to 50' flare.
Presently circulatingon hole and preparing 20 - 40#/bbi LCM
pill.. Litholoigy: 40% shale / 60% siltstone. Gas units 109

2-1, Casing Joints, 8 5/8, 8 097, 0, 1,543.3 maX / flare.

1/10/2007 Circulate with 25-30 foot flare. Removed air injection on
1, se hole. Flare died. Mud volume remained stable. Continued

3-1, Tubing, 2 3/8, 1.867, 23, 8,044.7 drillingfrom 6207 to 6329'. without air on hole. Started
losing mud. Pump LCM pill. and brought air back on hole.

8,068 Lost 600+ total bbis. Continue circulatingand re-building
3-2, Baker "F' Profile Nipple, 2 3/8, 1.810, 8,068, VOlUme. Flare line ignited again with 6' intermittant flare.
1.o Flame drawn into vent line buming up electric lines to

8,069 , igniter.. Rig up propane torch . Lost circulationagain losing
an additional300 bbis fluid. Pump addtional LCM pill.

3-3, Tubing, 2 3/8, 1.867, 8,069, 32.8 Re-establish circulation. Repair igniter.

8,101
1/11/2007 Drilled from 6,327' to 6,416'. Lost circulationat 6,416,

3-4, Notched collar, 2 3/8, 1.867, 8,101, 0.4 reduced pump strokes, increased aire to 1300 cfm and
8,102 regained retums. Drilled from 6,416' to 6,489'. Deviation

survey at 6,489' was 4.75 degrees. Drilledfrom 6,489' to
6,510'. Lost complete retums. Reduced pump output and

6,128
inCreBSed air to 1300 cfm and regained circulation. Drilled
from 6,510' to 6.955'.

- 8,128-8,138, 4/18/2007

1/12/2007 Drill7.875" hole withmud motor from 6,955' to 6,998'.
s,1ae Survey at 6,998' was 6 degrees. Drilled from 6.998' to

7,505'. Survey at 7,505' was 5.5 degrees. Lost circulation
total 450 bbis. Drilledfrom 7,505' to 7,946'. Weatherford Air

e,1m system froze up, unthaw same.
8,159-8,187, 4/18/2007 1/13/2007 Unthaw Weatherford equipment. Lost circulation. Regain

8.187
returns. Drill7.875" hole from 7,946' to 8,289'. Lost
Circulation.

1/14/2007 Regained lost circulation. Drilled from 8,289' to 8,395'.
8,204 PUmp sweep, circulate and condition,pump LCM sweep.

Lost complete mud returns. Lost 960 bbis mud. Circulate
8,204-8,218, 4/18/2007 and conditionhole, had flare 5 to 20' during night. Had mud

8,218
pump problems, back online at 4:30. Circulateand
conditionhole.

1/15/2007 Lost Circulationand circulate out gas. Trip up 5 stands to
8,232 7,930'. Gained 4 bbis during 5 stand trip,wellbegan to flow

air. Kellyed up and lost circulation. Pumped 3 LCM
sweeps. Would regain circulationbreifly,then lose again.

6,234 1/16/2007 Lost circulation,repair mud hopper, pump LCMsweeps and
attempt to regain circulation. Began trippingout of hole
laying down. Layed down 75 joints drill pipe.

8,238
1/17/2007 Trip out of hole laying down drill pipe and pumping LCM

8,238-8,246, 4/3/2007 pillS. Rig up casing crew and un 4.5" productioncasing
8,246 1/18/2007 Ran 4.5" productioncasing to 8,087. Began circulatingjoint

down to 8,097. Pressured up inside pump. Could not
pump. Rigged up Halliburtonand triedto pump free.

e,34o Unsucessfull attempt. Rigged down Halliburton. Tripped
out of hole with 4.5" casing. Found last 3 joints had LCM in
themand found defective or broken float shoe. Held safety

8,342
meeting and began running 4.5" production casing back in
hole.

1/19/2007 Run casing to 7,600'. Begin washing last 20 jts. to ttom.
s-2.casingJoints, 4 1/2, 4.000, 1,osi, 7,s42 e Pressured up inside casing. Attempt to free obstruct n.

Trip out of hole with 4.5" casing.

8,394 3-3, Texas Pattem shoe, 8,394, 0.5

8,395
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Well Name: Horse Point State 24-3-16-23

Westem Division
WellProdle:VERTICAL-OdninalHoleI/200711:30:51AM gag) n egginna

ans(Mb Schematie - Actual Stait Date Summary
1/20/2007 Lay down casing. Found jointabove float collar was

plugged with LCM. Float collar was functioning properly.
o Inspect4.5"productk>ncasing. Cutandslipdrilling line. Rig

up to run casing. Run casing to withTexas shoe and no
floatcollarto7,513'. VVashedeach jointfrorn 7,513'to

4
7,850. Hole packed off, layed down twojoints. Washed
backto 8,020'at reporttinie.

1/21/2007 Washed casing from 8,020' to 8,105'. Reamed bridge with
23 TOXBS Shoe from 8,105' to 8,112'. Washed last 7 joints to

bonom. Total String length 8,390.24 landed at 8,395'. Rig
upHallibudon. VVaitonHallibudontounthawandrepair

40 1-1, Casing Joints, 13 3/8, 12.615, 0, 40.0 equipment. Set Cameron slips at 80,000#. Held Safety
Meeting with Cementers. Pumped cement as per
cementing program with no problems. Stopped displacing at

1,051 3-1, Casing Joints, 4 1/2, 4.000, 4, 1,047.1 22:40. Rig down cementers. Dumped and clean mud tanks.
Begin to rig down. Release rig at 06:00 on Jan 22, 2007.

1,aos 1/22/2007 Rigdowmandpreparetornove
1/23/2007 Rigdown and prepare to move
1/24/2007 Rig down and prepare to lower derrick

1.sas 1/25/2007 Wait on daylight. Perpare to lower derrick. Derrick in cradle
at12:30. Rig naleasedat12:30

2-1, Casing Joints, 6 5/8, 8.097, 0, 1,543.3 1/26/2007 Rig on Standby on Location
1,sm 1/27/2007 RigonStandbyon location

1/:MV2007 Rigonstandby,onlocation

1 m
1/29/2007 Rig is on location, rigged down, and on standby

- 1/30/2007 Rig is on location, rigged down, and on standby
3-1, Tubing, 2 3/8, 1.867, 23, 8,044.7 1/31/2007 Rig is on location, rigged down

s.ose muummemmumma mamenewamuummuvaammwammenem 2/1/2007 Rig is on location, rigged down
2/2/2007 Rig is on location, rigged down

3-2, Baker "F' Profile Nipple, 2 3/8, 1.810, 8,068,
1.o 2/3/2007 Rig is on location, rigged down

8,069 2/4/2007 Riig is on location, rigged down
2/5/2007 Rig is on location, rigged down

3-3, Tubing, 2 3/8, 1.867, 8,069, 32.8 2/6/2007 Rig is on location, rigged down
e,101 3/12/2007 Road completion rig and equip from Rangely yard to location

3/13/2007 RIH with bit. Tag TOC @ 8006
3-4, Notched collar, 2 3/8, 1.867, 8,101, 0.4 3/14/2007 Clean out cmt 8006 to 8350.

8,1o2 3/15/2007 RIH with bit and scraper. Circ hole clean with frash 3% KCL
water

3/16/2007 Set CIBP @ 8340 with 2 sks cmt. Log well. Test csg and
8,128 gygggggg

8,128-8,138, 4/18/2007 3/17/2007 Could not finish logs. Schlumberger broke down
3/19/2007 Run Schlumberger Dipole Sonic/CNUGR logs. RDMO
3/20/2007 Standby-Muddy road and location
3/21/2007 Too muddy to move
CV22J2007 S.tandby. VVanfor location and roads to dg
3/23/2007 Standby. Wait for location and roads to dry

8,159-8,187, 4/18/2007 4/2/2007 MIRU
8,187 4/3/2007 Perforate 8238-8246. PU and RIH with 2 3/8 tbg. RU and

swab well
AV2007 S.vvabwell

e,2o4 4/5/2007 Swab well. POOH with tbg
8,204-8,218, 4/18/2007 4/6/2007 Finish POOH with tbg

4/9/2007 RIH with pkr and 2 3/8 tbg. Prep for acid job
8,216 4/10/2007 Standby - 8 hrs

4/11/2007 Acidize Cedar Mountain Formation. Swab well
4/12/2007 Swab well

8,232 4/13/2007 Release and POOH with tbg and pkr. Run Gyro. Set CIBP
@ 8232

8,234
4/16/2007 Test csg and CIBP. RIH with tbg. Swab well
4/17/2007 Swab well. POOH with tbg
4/18/2007 Perforate Dakota. Flowwell

8,238 4/19/2007 Swab well. POOH Iaying down TCP guns. RIH with tbg
4/20/2007 Swab well. POOH Iaying down tbg. NUFrac Tree. RD rig

8,238-8,246, 4/3/2007 and equip
8,246 4/23/2007 3 days standby including travelto and from location tryingto

move equip. Location and roads too muddy to move rigand
equip

s,so 5/9/2007 Fracandflowbackwell
5/10/2007 Flow well
5/11/2007 Flowwell and Shut in

8,342 5/16/2007 MIRU. PU and RIH with tbg
5/17/2007 RIH, Tag @ 7978. Prep to C/O withN2
5/18/2007 C/O with N2. Flow well

8,393
3-2, Casing Joints, 4 1/2, 4.000, 1,051, 7,342.6

8,394 3-3, Texas Pattem shoe,8.394, 0.5
|

8,395
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CONFllENTlAL
STATE OF UTAH AMENDED REPORT Ü FORM 8

DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5, LEASE DESIGNATIONAND SERIAL NUMBER:

ML-46112

WELL COMPLETION OR RECOMPLET10N REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

ia. TYPE OF WELL: ELLL AESLL DRY OTHER
7. UNITor CA AGREEMENT NAME

b. TYPE OF WORK:
8. WELL NAMEand NUMBER:

wEEW HOR NEEP- ER
RY

FSFVR.O OTHER Horse Point State 24-3-16-23

2. NAMEOF OPERATOR:
9. API NUMBER:

Pioneer Natural Resources USA, Inc. 43-019-31493

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1401 17th Street - #1200 avv Denver STATE CO w 80202 (303) 675-2663 Horse Point

4. LOCATION OF WELL (FOOTAGES)
11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:

AT SURFACE: 2177' FWL, 1062' FSL SESW 3 16S 23E

AT TOP PRODUCING INTERVAL REPORTED BELOW: Same
12. COUNTY 13. STATE

AT TOTAL DEPTH: Same Grand UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):

12/23/2006 1/14/2007 5/18/2007 ABANDONED READY TO PRODUCE O 7945' KB, 7922' GR

18. TOTAL DEPTH: MD 8,395 19. PLUG BACKT.D.: MD g 232 20. IF MULT1PLECOMPLETIONS, HOW MANY7* 21. DEPTH BRIDGE MD
PLUG SET:

TVD 8.395 TVD 8,232 TVD 8,232

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED7 NO YES (Submd analysis)

Dipole sonic Imager GR-collar Log WAS DST RUNT NO YES (S bmit repo

DIRECTIONALSURVEY7 NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZElGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD)
STAGEDŒMHENTER CNEMENF

S
KES

VOL
UMRE

BL) CEMENT TOP ** AMOUNT PULLED

12-1/4 8-5/8 J55 24 0 1,543 Typev 570 290 0 None

7-7/8 4-1/2 L80 11.6 0 8,394 CI e 1,005 263 0 None

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-3/8 8.102
20. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Dakota 8,128 8,218 8,128 8,218 8,204 8,128 208 op•n 89u••ze O
(B) 8,238 8,246 32 OP•n 89u••zu

(C)
Open Squeezd

(D)
Open Sqwd

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

8238-8246 250 aal 15% HCL - CIBP @ 8232'
8204-8128 500 gal 15% HCL, 70% nitrogen foam, 353 bbis fluid & 87,200# sd

29. ENCLOSED ATTACHMENTS:
30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY PrOducing
O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON BAC RECEIVED
SEPO7



31. INITIALPRODUCTION INTERVALA (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

7/12/2007 6/1/2007 126 RATES: * O 530 47 FIwg
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

24 135 280 RATES: * O 530 47
INTERVALB (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS ASIOlL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU- GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SlZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS ASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Said, Used for Fuel, Vented, Etc.)

Test: Gas Vented; Date 1st Produced: Sold
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, timetool open, flowing and shut-in pressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measured Depth)

Dakota 8.128

35. ADDITIONALREMARK: (include plugg Ig procedure)

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) JOy A. Ziegler TITLE Senior Engineering Tech

SIGNATU DATE 9/5/2007

This report us be s itted with n 30 d so
e completing o ugging a ne eli e reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -- Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-46112

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL Q GAS WELL Ü OTHER Horse Point State 24-3-16-23

2. NAMEOF OPERATOR: 9. AP1NUMBER:

Pioneer Natural Resources USA, Inc, 43-019-31493

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND ÑOOL, OR WILDCAT:

1401 17th Street - Ste 1200 on Denver a CO ,80202 (303) 675-2663 Horse Point
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 2177 FWL & 1062' FSL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE,MERIDIAN: SESW 3 16S 23E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective July 1, 2007 - National Fuel Corporation assumed Operatorship pursuant to the JOA on the Horse Point State
24-3-16-23 well.

Betty Br nson gg Diane Thompson ÛÚ
Attorney-In-Fact President
Pioneer Natural Resources USA, Inc. National Fuel Corporation

1401 17th Street - Suite 1200 8400 E. Prentice Avenue - Suite 1100

Denver, CO 80202 GreenwoodVillage, CO 80111-2926
State Bond No. 04127314

Telephone: 303-675-2610 Telephone: 303-220-7772
Fax: 303-294-1255 Fax: 303-220-7773

NAME(PLEASE PRINT) Joy A. Ziegler TITLE Senior Engineering Tech

SIGNATUR DATE 9/5/2007

(Thisspacefor euseon RECE1VEDAPPROVED 7 / Ð7
SEP1 3 2007

(5/2000)
DÎVÎSion of Oil, Gasand ining (See Instructions on Reverse Side) DN,OFOIL,GAS&MNNG
Earlene Russell, Engineering



DiLsionof Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET

2. CDW
X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 7/1/2007

FROM: (Old Operator): TO: ( New Operator):
N5155-Pioneer Natural Resources USA Inc N8060-National Fuel Corp

1401 17th St, Suite 1200 8400 E Prentice Ave, Suite 1100
Denver, CO 80202 Greenwood Village CO 80111-2926

Phone: 1 (303) 675-2663 Phone: 1 (303) 220-7772

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
HORSE POINT ST 24-3-16-23 3 160S 230E 4301931493 15878 State GW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/13/2007
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/13/2007
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 9/27/2007
4a. Is the new operator registered in the State of Utah: Business Number: 1260477-0143

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
5b. Inspections of LA PA state/fee well sites complete on: n/a
5c. Reports current for Production/Disposition & Sundries on: ok
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM BIA
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on:
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on:
9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 9/27/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 9/27/2007
3. Bond information entered in RBDMS on: 9/27/2007
4. Fee/State wells attached to bond in RBDMS on: 9/27/2007
5. Injection Projects to new operator in RBDMS on:
6. Receipt of Acceptance of Drilling Procedures for APD/New on:
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number LPM8756586

3b. The FORMER operator has requested a release of liability from their bond on: n/a
The Division sent resÿonse by letter on:

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on:
COMMENTS:

National Fuel FORM A.xls
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